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TRAFFIC BARRIER

FACE OF BARRIER

3"x1%"x3/16" GALV.
RECTANGULAR PLATE WASHERS.
(SEE RECTANGULAR PLATE WASHER
DETAIL ON STD. MD 605.41-02)

L—~—3” THREADS (TYP)

ALTERNATE ANCHORAGE STUD
(CAST IN CONCRETE METHOD)

11 1"

1. THIS TYPE OF ANCHORAGE SHALL APPLY TO TRAIL ENDS ON A HIGHWAY WITH DIRECTIONAL ONE WAY TRAFFIC.

USE NORMAL POST SPACING.

WHERE NECESSARY.

CONFLICT WITH DRAINAGE INLETS.

902.

AN ADDITIONAL OFFSET BLDCK MAY BE I[NSTALLED TO AVOID

. ADDITIONAL OFFSET BLOCKS SHALL NOT EXCEED A MAXIMUM OF TWO PER POST IN ALL CASES.

4. THE CONTRACTOR SHALL FURNISH AND INSTALL FOUR (4) %" DIA.
HEX. HEAD RECESSED NUTS AND RECTANGULAR PLATE WASHERS.
AS SPECIFIED IN SPEC.

HEAVY DUTY GALV. THREADED ANCHOR RODS WITH
ANCHOR RODS SHALL BE ANCHORED WITH EPOXY GROUT
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